GREEN PAPERMILL

APPLICATION:
- Medium duty wash down hose
- Developed for wash down applications in paper mills
- Performs well in a broad range of temperatures down to -40°F
- May also be manufactured with a tapered nozzle

TEMPERATURE RANGE:
- -40°F to +180°F
- -40°C to +82°C

BURST PRESSURE:
- Minimum 4.1

MATERIAL TUBE:
- Extruded, smooth black SBR Tube

REINFORCEMENTS:
- Multiple high-tensile textile braids

MATERIAL COVER:
- Green, proprietary SBR blend
- Superior abrasion resistance
- Excellent resistance to weather and ozone

BRANDING:
- White spiral mylar stripe: GOODALL • GREEN PAPERMILL • WATER 300 PSI
- Embossed stripe: N2644 • GREEN PAPERMILL • 300 PSI MAX WP • **
- 10001 • REFER TO INDUSTRY RECOMMENDATIONS FOR PROPER CARE & MAINTENANCE

STANDARD LENGTHS:
- 250 feet, 76.2 meters

GREEN PAPERMILL

<table>
<thead>
<tr>
<th>ID</th>
<th>OD</th>
<th>maximum working pressure</th>
<th>minimum bend radius</th>
<th>weight</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>mm</td>
<td>inch</td>
<td>bar</td>
<td>psi</td>
</tr>
<tr>
<td>12.7</td>
<td>1/2</td>
<td>25.7</td>
<td>1.01</td>
<td>21</td>
</tr>
<tr>
<td>19.0</td>
<td>3/4</td>
<td>31.0</td>
<td>1.22</td>
<td>21</td>
</tr>
<tr>
<td>25.0</td>
<td>1</td>
<td>37.3</td>
<td>1.47</td>
<td>21</td>
</tr>
<tr>
<td>32.0</td>
<td>1 1/4</td>
<td>43.7</td>
<td>1.72</td>
<td>21</td>
</tr>
<tr>
<td>38.0</td>
<td>1 1/2</td>
<td>50.0</td>
<td>1.97</td>
<td>21</td>
</tr>
<tr>
<td>51.0</td>
<td>2</td>
<td>62.7</td>
<td>2.47</td>
<td>21</td>
</tr>
</tbody>
</table>

All data at 68°F / 20°C